




STEP 4
Attach wrench 
to nut.

STEP 5
Rotate club head with 
opposite hand clockwise 
until the desired tension 
has been achieved.

Enhanced design features of AFS II
· Increased strength & durability on all metal components.
· New AFS Nut design with ferrule for improved aesthetics.
· New rubberized O-Ring to help fi ll the gap from nut to hosel, and 

decrease the potential to want to over tighten the hardware.
· Laser etched line on shaft and head components to help properly 

align components prior to connection.



AFS Driver Fitting (Shafts and Length)
Each AFS Shaft is identified by a molded plastic grip end cap.  These caps 
provide shaft specifications to assist in proper shaft selection during a 
club fitting.  This year there are two colors of grip end caps.  All G15 Driver 
proprietary shafts have Black Grip Caps.  All i15 Driver proprietary shafts 
and aftermarket shafts from the Custom Options Department have Grey 
Grip Caps. The color of the grip cap will also help differentiate the finished 
length differences of the head/shaft combination.

Due to design differences in the hosel depth between the G15 and i15 
Driver heads, there will be a difference in the finished length of certain 
AFS combinations of driver head and shaft components.  Please utilize the 
chart below to help determine the finished length of the AFS combination 
that is being used in the club fitting.

Additional PING proprietary and aftermarket shafts from the Custom Op-
tions Program will be available with AFS components for purchase.  Please 
check with your Field Sales Representative for cost information and more 
details about this new program.

SHAFTS

DRIVER MODEL

TFC 149D

i15G15

461/4"453/4"

461/4"453/4"

453/4"451/4"

453/4"451/4"

453/4"451/4"

TFC 700D

Aldila Serrano 60

UST AxivCore Tour Red 69

Other Aftermarket 
from Custom Options

FPO FPO
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